Game Capture Station
HDMI™ to USB Type-C™ 3.1

JVAO4

4K HDMI™ Cable 3.3 ft/Im
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Audio Cable 5 ft/1.5m

USB-C™ to A Cable 3.3 ft/Im
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m Inside the box

JVAO4  USB-C™to A 4K HDMI™ Audio QIG
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Note: If your computer has a USB Type-C™ connector, we
recommend you purchase the JUCX03 USB Type-C™ 3.1 to USB
Type-C™ Cable to use with the JVA04.
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m System requirements

Computer

e Windows® 10 /8.1 /7

e macOS® X 10.10 or later

o CPU: Intel®Core™ i5 Gen 4, 3 GHz & above

o CPU: Intel®Core™ i7 Gen 4 & above

e RAM: 4 GB memory or higher (8 GB is recommended)

o Driver installation is required on Windows® 7; download located
on the "Drivers" page on www.j5create.com

Smart Phone

o Available USB Type-C™ 2.0 port

e Compatible with Android™ 7.0 and higher

o CPU: Core 2 GHz & above

o RAM: 2 GB memory or higher (4 GB is recommended)

m Recommended software
Windows®: OBS

Mac®: OBS - QuickTime®
Android™: Camera Fi Live

m Installation

Step 1. Connect the HDMI™ IN of the JVAO4 to the output terminal
(HDMI™ OUT) of the source device (such as the game
console) to be recorded/streamed live.

Step 2. Connect to the computer using the supplied USB Type-C™ 3.0
to Type-A cable.

Step 3. Start a third-party program (such as OBS, etc.) to
begin live-streaming and recording.

m LED Light

Power on: Purple

USB™ 3.0 connection: Blue (Uncompressed)
USB™ 3.0 connection: Purple (MJPG)

USB™ 2.0 connection: Orange

m Requisitos del sistema

Equipo

e Windows® 10/8.1/7

e macOS® X 10.10 o posterior

o CPU: Intel®Core™ i5 Gen 4, 3 GHz y superior

o CPU: Intel®Core™ i7 Gen 4 y superior

e RAM: Memoria de 4 GB o superior (se recomiendan 8 GB)

o Se requiere la instalacion del controlador en Windows® 7 ;
Descargue en la pagina "Controladores” de www.j5create.com

Teléfono inteligente

e Puerto USB Type-C™ 2.0 disponible

o Compatible con Android™ 7.0 y superior

e CPU: Nucleo de 2 GHz y superior

o RAM: Memoria de 2 GB o superior (se recomiendan 4 GB)

m Software recomendado
Windows®: OBS

Mac®: OBS - QuickTime®
Android™: Camera Fi Live

m Instalacion

Paso 1. conecté la entrada HDMI™ IN del JVA 04 al terminal de salida
(HDMI™ OUT) del la fuente del dispositivo (por ejemplo, la
consola de juegos) para ser grabado en directo.

Paso 2. Conécte a la computadora usando el cable de suministro USB
USB Type-C™ 3.0 al cable Tipo -A.

Paso 3. inicie el programa de grabacion de terceros en vivo ( como
OBS, etc.) que se haya grabado y emitido.

® Luz LED

Encendido: pdrpura

Conexion USB™ 3.0: Azul (Sin comprimir)
Conexion USB™ 3.0: Purpura (MJPG)
Conexion USB™ 2.0: Naranja

m Environment Requis

Ordinateur

e Windows® 10 /8.1 /7

e macOS® X 10.10 ou plus

o CPU: Intel®Core™ i5 Gen 4, 3 GHz & plus

o CPU: Intel®Core™ i7 Gen 4 & plus

o RAM: 4 GB de mémoire ou plus (8 GB est recommandé)

o L'installation du pilote est requise sur Windows® 7 ; Télécharger sur
la page «Drivers» de www.j5create.com

Smart Phone

e Port USB Type-C™ 2.0 disponible

e Compatible avec Android™ 7.0 et plus

o CPU : Core 2 GHz ou plus

o RAM : 2 GB de mémoire ou plus (4 GB est recommandé)

m Logiciel recommandé
Windows®: OBS

Mac®: OBS - QuickTime®
Android™: Caméra Fi Live

m Installation

Etape 1. Connectez la prise HDMI™ IN du JVA 04 & la prise de sortie
(HDMI™ OUT) du périphérique source (comme une console
de jeu) pour enregistrer/étre live.

Etape 2. Connectez-vous a I'ordinateur a I'aide du cable USB Type-C™
3.0 a USB™ Type-A inclus.

Etape 3. Démarrez une application tierce d'enregistrement en direct
(tel que OBS, etc.) qui a été enregistré et diffusé.

® Lumiére LED

Mise sous tension: Violet

Connexion USB™ 3.0: Bleu (non compressé)
Connexion USB™ 3.0: Violet (MJPG)
Connexion USB™ 2.0: Orange




m Systemvoraussetzungen

Computer

e Windows® 10/81/7

o macOS® X 10.10 oder spater

e CPU: Intel®Core™ i5 Gen 4, 3 GHz & driber

e CPU: Intel®Core™ i7 Gen 4 & driiber

® RAM: 4 GB Speicher oder héher (8 GB ist empfohlen)

e Treiberinstallation ist auf Windows® 7 erforderlich ; Download auf
der "Treiber" -Seite von www.j5create.com

Smartphone

o \erflgbarer USB Type-C™ 2.0 Anschluss

e Kompatibel mit Android™ 7.0 und héher

e CPU: Core 2 GHz driiber

® RAM: 2 GB Speicher und héher (4 GB ist empfohlen)

m Software empfohlen
Windows®: OBS

Mac®: OBS - QuickTime®
Android™: Kamera Fi Live

m Installation
Schritt 1. Verbinden Sie den HDMI™ IN des JVA04 mit dem
Ausgangsanschluss (HDMI™ OUT) des Quellgeréts (z. B. der
Spielekonsole), um Live-Aufnahmen / Stream durchzufiihren.
Schritt 2. Stellen Sie die Verbindung zum Computer tiber das
mitgelieferte USB™-Kabel (USB Type-C™ 3.0 zu Typ-A) her.
Schritt 3. Starten Sie ein Fremdanbieterprogramm (wie OBS usw.),
um mit dem Live-Streaming und der Aufnahme zu beginnen.

m LED-Licht

Einschalten: Lila

USB™ 3.0 Verbindung: Blau (unkomprimiert)
USB™ 3.0 Verbindung: Lila (MJPG)

USB™ 2.0-Verbindung: Orange
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e Windows® 10/8.1/7

e macOS® X 10.10 - 10.10 b4

e CPU: Intel®Core™ i5 Gen 4, 3 GHz & k£

e CPU: Intel®Core™ i7 Gen 4 & I &

e RAM: 4 GBRAM ~ 4 GBRAMBPL L (8GBL EH#EIHL £ )
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Windows®: OBS
Mac®: OBS - QuickTime®
Android™: Camera Fi Live
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Windows®: OBS
Mac®: OBS, QuickTime®
Android™: Camera Fi Live
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HDMIL is a trademark (or registered trademark) of HDMI Licensing
Administrator, Inc., registered in the U.S. and other countries. USB, USB-C
and USB Type-C are trademarks (or registered trademarks) of USB
Implementers Forum, Inc., in the U.S. and other countries. Windows is a
trademark (or registered trademark) of Microsoft Corp., in the U.S. and
other countries. Intel Core i5 and Intel Core i7 are trademarks (or registered
trademarks) of Intel Corporation, in the U.S. and other countries. Android is
a trademark (or registered trademark) of Google LLC, in the U.S. and other
countries. Mac, macOS and QuickTime are trademarks (or registered
trademarks) of Apple Inc., registered in the U.S. and other countries.
j5create is not affiliated with OBS (https://obsproject.com/) All other
trademarks and brand names are the property of their respective owners.

STOP!

If you have any problems with this product please contact our technical
support team before returning it to the store.

TECHNICAL SUPPORT

Customer Service : 888-988-0488

Technical Support : 888-689-4088

Email : Service@j5create.com

Service Hours : Mon. - Fri. 10:00 - 18:00 E.S.T
Live Chat: Wwww.j5create.com/livechat
support Ticket : tickets.j5create.com

TECHNIKAI SEGITSEG
Vevészolgalat (angol nyelven) : 888-988-0488

SOPORTE TECNICO

NUmero gratuito : +1-888-988-0488
Horario de atencion :

Lun-Vier. 10:00 - 18:00 U.S.A-ES.T
Email : service@j5create.com

Mon.-Frei. 10:00 - 18:00 U.S.A-ES.T
E-mail : service@j5create.com

Live Chat : www.j5create.com/livechat
Support Ticket : ticketsj5create.com
TECHNISCHER SUPPORT

Kostenloser Anruf bei : +1-888-988-0488
Sprechstunden :

Mon.-Frei. 10:00 - 18:00 U.S.A-ES.T
E-mail : service@j5create.com
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SUPPORT TECHNIQUE

Numéro gratuit : +1-888-988-0488
Heures d'ouverture :

lun.-Ven. 10:00 - 18:00 US.A-ES.T
Email : service@j5create.com

TECHNICKA PODPORA RifiZEEMn

Zakaznicka linka : 888-988-0488 ZEERELR © +1-888-988-0488
Technicka podpora : 888-689-4088 BEEMRES  +886-2-2269-5533#19
Mon.-Frei. 10:00 - 18:00 US.A-ES.T BARESR

E-mail : service@j5create.com EH—ZEHA10:00-18:00 (B EA5M)
Online Chat : www.j5create.com/livechat ~ Email{S# * service.tw@jScreate.com
Zédost o pomoc : tickets.j5create.com
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Technikai tdmogatas (angol nyelven) : 888-689-4088





